
Technical Rider Electric string quartet "ASTURIA"
 F.O.H
The console should be located in the center of the hall, at a distance approximately equal to the distance between the left and right portals of the sound system. In this case, it is extremely undesirable to install the console under the balcony. In open areas, you can not have the console behind the portals, but also on the side of them.
The sound engineer is obliged to see the scene!
Preferred digital consoles are
 YAMAHA (M7CL / CL 5), SOUNDCRAFT
Vi, ALLIEN & HEATH (GLD / iLive) + WiFi + iPad
The choice of the FOH console should be approved by the sound engineer of the group.
P.A.
Can be 2х.3х.4х strip.
"L.ACOUSTICS, NEXO, MEYER SOUND, EAW, EV, MARTIN AUDIO, TURBOSOUND, JBL.DYNACORD".
The remaining options must be approved by the sound engineer of the group.
Monitors
1 monitor line in the center. 4 monitors Monitor type 15 *
All cabinets should be the same series.
It is also necessary:
4 сh Di-Box + Switching + Long (10м) jack / jack (reserve). Switching to connect equipment that the group uses.
The team brings its 4 Sennheiser ew 100 G2 / G3 radio systems. The frequency range for the three radio systems is 823-865 Mhz and in one 623-665 Mhz. They require 4 xlr cables and 220 v network.
If this is a departure for the territory of Ukraine, then the rental company must provide 4 radio systems in the permitted range on their territory.
· the technical staff of the host party should prepare the stage and make the necessary switching of the equipment before the start of the sound check.
During the sound check and concert on stage, a stage worker must be present.
- during the performance on the stage there should not be strangers.
- the performance on the open area should be held at a temperature not lower than +17 C. If the temperature is below +17 C, the stage must be heated throughout the area where the musicians are located. The stage should be closed from moisture and water.
  - 4 Sennheizer ew 100 / ew 300 / ew 500 g2 / g3 + 4 body packs (instrumental mini jack) or Shure UR4S / D, ULX +4 body packs and Adapter Converting SHURE Microphones to mini jack
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